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  1 GAL.        5 GAL. 

CAUTION: Causes moderate eye irritation. Harmful if swallowed. Avoid 
breathing vapors. Avoid contact with skin, eyes, or clothing. Wear chem-
ical-resistant eyewear. Wash thoroughly with soap and water after han-
dling and before eating, drinking, chewing gum, using tobacco, or using 
the toilet. Remove and wash clothing before reuse.
ENVIRONMENTAL HAZARDS: This pesticide is toxic to fish, aquatic 
organisms and clams. Do not discharge effluent containing this product 
into lakes, streams, ponds, estuaries, oceans or other waters unless 
in accordance with the requirements of a National Pollutant Discharge 
Elimination System (NPDES) permit and the permitting authority has 
been notified in writing prior to discharge. Do not discharge effluent con-
taining this product to sewer systems without previously notifying the 
local sewage treatment plant authority. For guidance contact your State 
Water Board or Regional Office of the EPA.

DIRECTIONS FOR USE:
It is a violation of Federal Law to use this product in a manner inconsistent with 
its labeling.
HYDRO-CIDE Algaecide is used to control algae, bacteria, and fungi in recircu-
lating commercial and industrial water cooling towers and recirculating cooling 
systems.
WATER COOLING TOWERS: Prior to the use of HYDRO-CIDE Algaecide in 
water cooling towers,clean the systems to remove algal growth, microbiological 
slime, and other deposits. Then make an initial slug addition of 2.9 to 7.3 fluid 
ounces of HYDRO-CIDE Algaecide per 1000 gallons of water to provide 24 to 60 
ppm HYDRO-CIDE Algaecide, based on the total weight of water in the system. 
Repeat initial dosage until control is evident. Make subsequent slug additions of 
0.73 to 7.3 fluid ounces of HYDRO-CIDE Algaecide per 1000 gallons of water (6 
to 60 ppm HYDRO-CIDE Algaecide) every 2 to 5 days or as needed. The frequen-
cy of addition depends upon the relative amount of bleedoff and the severity of 
the microbiological problem. Make slug additions into the sump of water cooling 
towers.
INDUSTRIAL AIR WASHING SYSTEMS: HYDRO-CIDE Algaecide is used to 
control bacteria in industrial air washing systems that maintain effective mist 
eliminating components. Prior to its use, clean the systems to remove bacterial 
slime and other deposits. Use an initial slug dose of 11.8 to 18.3 fluid ounces of 
HYDRO-CIDE Algaecide per 1000 gallons of water. Repeat initial dosage until 
control is evident. Make subsequent slug additions of 7.5 to 18.3 fluid ounces of 
HYDRO-CIDE Algaecide per 1000 gallons of water each 1 to 5 days, or as need-
ed. The frequency of addition depends upon the relative amount of bleedoff and 
severity of the bacterial problem. Make slug additions into the sump or into the 
water collection trays of the airwash system.

Do not contaminate water, food, or feed by storage or disposal. Do not ship with Food, Feed, 
Drugs, or Clothing.
PESTICIDE STORAGE: Keep container closed when not in use. Spills should be absorbed in 
sawdust or sand and disposed of in a sanitary landfill.
PESTICIDE DISPOSAL: Wastes resulting from the use of this product may be disposed of on-
site or at an approved waste disposal facility.
CONTAINER HANDLING: Nonrefillable container. Do not reuse or refill this container. Triple 
rinse container (or equivalent) promptly after emptying. Triple rinse as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the 
flow begins to drip. Fill the container ¼ full with water and recap. Shake for 10 seconds. Pour 
rinsate into application equipment or a mix tank or store rinsate for the later use or disposal. 
Drain for 10 seconds after the flow begins to drip. Repeat this procedure two more times. Then 
offer for recycling if available or reconditioning, if appropriate, or by other procedures if 
approved by state and local authorities.

Storage and Disposal

EPA Reg. No. 1448-62-40536   EPA Est. No. 40536-TX-1
Product Weight: 8.7 lbs/gal (1.04 kg/L)  Last Revision 8/18/2011

Health
Flammability
Reactivity

1
1
0

HMIS®HMIS /  RatingsNPCA

H-701, H-705

http://www.hydrobalance.com

